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_NO I m Specifications
Current Rating : 1 Amp
Recommended Insulator Resistance : 1000 Megohms min.
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Contact Resistance : 20 m ohms max.
Dielectric Withstanding : AC 300V
Operating Temperature : -40°C ~ +125°C
Contact Material : Brass

Insulator Material : Polyester, UL 94V-0 Nylon-6T

Contact Plated : See Option
Standard:Full Gold Flash

Order Information
PHC5-H 2 XX- 0 XX XX-XX
Serial No. H_
Terminal Type
H : Horizatal SMD Type

Row Type
2 :Dual Row

No. of Contact Per Row

Post Option
0: Without Post

Terminal Dim.
01. A=5.25mm,C=3.0mm

02. A=5.25mm,C=1.91mm
03. A=XXXmm,C=XXXmm

Contact Plated

2.54+0.15
1 35 15 .
» A:5.25+0.15 Cap Option
B: Blank ( No Cap) Packing Method ——
1 Ao+o 15 P: Plastic Cap T:In Tube
R : Tape & Reel
Contact Plating
Option GA : Gold Flash SA : Gold Flash TA : Tin 100u"
GC : Gold 10u" SC: Gold 10u”
GD : Gold 15u" SD : Gold 15u"
GE : Gold 30u" SE : Gold 30u"
GENERIAL TOLERANCE | fi (UNIT) fif % (OWG NO.) _] ﬂ\N »UW_U/ .ﬁ m _wm-ﬁ\mx
‘t5° mm PHC5-H2XX-0XXXX-XX PHC5-H2XX-0 z .
e e —— — ﬁaﬂ__ﬂmf IO PARTS Enterprise Co.,Ltd.
P ! soae 311 sneer 11 Pin Header P:1.27 X 1.27mm
v Alice Fen-Fen = H:2.5mm, Dual Row, Horizatal SMD Type
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